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A vehicle towing device with a first extremity comprising a
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ment arrangement, and an elongated part extending there
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cal outer contact surface extending peripherally from the first
portion towards the attachment arrangement. The conical
contact surface has a first cone radius at an end of the second
portion facing the first portion, and a second cone radius at an
end of the second portion facing the attachment arrangement.
The first cone radius is larger than the second cone radius, and
a longitudinal extension of the second portion exceeds the
second cone radius.
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VEHICLE TOWING DEVICE, VEHICLE
STRUCTURAL MEMBER AND VEHICLE
COMPRISING A VEHICLE STRUCTURAL
MEMBER

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application claims foreign priority benefits under 35
U.S.C. §119(a)~(d) to European patent application number
EP 13161576.7, filed Mar. 28, 2013, which is incorporated by
reference in its entirety.

TECHNICAL FIELD

Embodiments herein relate to a vehicle towing device.
Embodiments herein further relate to a vehicle structural
member and a vehicle comprising a vehicle structural mem-
ber.

BACKGROUND

In order to facilitate mounting of a traction hook,
JP4454121B2 discloses a guide ring with a tapered inner
peripheral surface attached to an outer end surface of a
bumper beam. A traction hook can be inserted through the
guide ring and a threaded hook end can be fastened to a nut
mounted to an inner bumper member. A tapered part of the
traction hook is brought into contact under pressure with an
inner peripheral surface of the guide ring.

Since the traction hook, described in JP4454121B2, com-
prises a tapered part the hook can be guided into the hole,
which may facilitate mounting. Thanks to the relatively large
distance between the inner bumper member nut and the guide
ring attached to an outer end surface of a bumper beam, the
mounting arrangement may provide sufficient support to
withstand bending forces transferred via the hook when tow-
ing.

Since a length of the tapered surface is relatively small,
bending forces acting on the hook will be distributed to both
the outer and inner attachment parts. Since an angle between
a center axis of the hook and the tapered part of the hook is
relatively large, bending forces will also result in a relatively
large pulling force in the inner bumper member nut.

The fraction hook described in JP4454121B2, comprising
a relatively long cylindrical member between the inner sup-
port and the outer support, may be advantageous to use in
some applications, such when no particular restrictions of
bumper design exists.

W02012140930A1 suggests a similar attachment for a
towing hook. The hook comprises an inner threaded part, to
be fastened to an inner nut member, and an outer cylindrical
part, which receives some bending support from a washer
arranged around a through hole in an outer bumper part. The
hook comprises a small tapered portion, which acts like a stop
against an outermost circumferential edge of the inner nut
member in a longitudinal direction. In WO2012140930A1,
bending forces acting on the hook are distributed to both the
inner and outer attachment points, and as in JP4454121B2, a
relatively large distance is required between the inner and
outer attachment points, for providing sufficient support to a
hook subjected to bending forces.

U.S. Pat. No. 7,472,919 B2 refers to a detachable tow hook
assembly for vehicles. A bayonet end of the tow hook is
inserted into a vehicle bumper receptacle and rotated to a
locking position, for retention in place during towing of a
vehicle. When the hook has been rotated, and no pushing
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force is acting on the hook, a spring member is pushing the
hook outwards again until a bayonet member is in contact
with an inner portion of receptacle walls. Bending forces
acting on the hook in U.S. Pat. No. 7,472,919 B2 are distrib-
uted to an outer member of the bumper.

The hook arrangements mentioned above may be suitable
in some situations, but improvements in the field of vehicle
towing devices and vehicle structural members for receiving
towing devices are still desirable, in particular if vehicle tow-
ing devices and vehicle structural members are subjects to
new requirements concerning e.g., deformation or safety.

SUMMARY

Embodiments herein aim to provide a vehicle towing
device eliminating or at least reducing the problems and/or
drawbacks described above.

According to a first aspect, this is achieved by a vehicle
towing device with a first extremity comprising a towing
member, a second extremity comprising an attachment
arrangement, and an elongated part extending there between,
the elongated part comprising a first portion and a second
portion, the first portion extending partially along the elon-
gated part from the towing member towards the second por-
tion, and the second portion extending partially along the
elongated part from the first portion towards the attachment
arrangement, wherein the second portion has a conical outer
contact surface extending peripherally from the first portion
towards the attachment arrangement, the conical contact sur-
face having a first cone radius at an end of the second portion
facing the first portion and a second cone radius at an end of
the second portion facing the attachment arrangement, where
the first cone radius is larger than the second cone radius and
a longitudinal extension of the second portion exceeds the
second cone radius.

Since the second portion has the conical outer contact
surface with the first cone radius larger than the second cone
radius, and the longitudinal extension of the second portion
exceeds the second cone radius, the vehicle towing device is
arranged to be attached to a vehicle structural member having
a taper coupling. A taper coupling, also referred to as a taper
joint, is a coupling wherein a male conical member is inserted
into a complementary tapered female member. A taper cou-
pling provides a strong and reliable coupling between the
vehicle towing device and a vehicle. In addition, having a
conical second portion, the vehicle towing device will be
guided when inserted into a receiving part of the vehicle.

The conical contact surface is arranged such that substan-
tially all bending forces that will act on the vehicle towing
device during towing will be taken up and/or distributed via
the conical contact surface. Forces acting in a longitudinal
direction of the vehicle towing device will be taken up and/or
distributed via the attachment arrangement. Due to this reduc-
tion of forces acting on the attachment arrangement, weaker
lightweight materials, such as aluminum, can be used in the
vehicle structural member and/or the vehicle towing device.

In addition to the abovementioned advantages, forces from
atowline attached to the first extremity can be distributed to a
vehicle from the second extremity of the vehicle towing
device only. Accordingly, there is no need to support outer
parts of the vehicle towing device, such as the first portion or
the first extremity, by firm outer vehicle structures. With
support only in or in the vicinity of the second extremity, an
outer bumper structure that surrounds the vehicle towing
device can be constructed with non-rigid pedestrian collision
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absorption zones. Thus, hereby is provided a vehicle towing
device eliminating or at least reducing the problems and/or
drawbacks described above.

According to a second aspect, the longitudinal extension of
the second portion exceeds the first cone radius. Hereby a
strong taper coupling can be achieved when the vehicle tow-
ing device is attached to a receiving part of a vehicle. Both
longitudinal forces and bending forces can be taken up in or
near the second extremity of the vehicle towing device.

According to a third aspect, the longitudinal extension of
the second portion exceeds the length of at least two second
cone radiuses. Hereby, a strong taper coupling can be
achieved when the vehicle towing device is attached to a
receiving part of a vehicle. A greater distance of the longitu-
dinal extension of the second portion allows bending forces to
be distributed over a larger conical contact surface.

According to a fourth aspect, an angle between a center
axis in the longitudinal direction of the vehicle towing device
and the conical contact surface 9 is between 0.5 and 45
degrees, or between 0.5 and 30 degrees, or between 1 and 20
degrees, or between 1.5 and 15 degrees. Since the an angle
between a center axis in the longitudinal direction of the
vehicle towing device and the conical contact surface 9 is
between 0.5 and 45 degrees, or between 0.5 and 30 degrees, or
between 1 and 20 degrees, or between 1.5 and 15 degrees, a
strong taper coupling can be achieved when the vehicle tow-
ing device is attached to a receiving part of a vehicle. A small
angle, such as between 0.5 and 1.5 degrees between a center
axis in the longitudinal direction of the vehicle towing device
and the conical contact surface is advantageous from a force-
distributing aspect since a bending force will result in no or
justasmall amount of pulling force in the attachment arrange-
ment. A larger angle, such as between 15-45 degrees between
a center axis in the longitudinal direction of the vehicle tow-
ing device and the conical contact surface is advantageous
when the vehicle towing device is inserted into a receiving
part of a vehicle, since the taper coupling not will be notice-
able affected by dust and dirt between the conical contact
surface and the receiving part of a vehicle. Hereby tolerance
requirements can be reduced which in turn can decrease pro-
duction costs.

According to a fifth aspect, the conical outer contact sur-
face extends peripherally from the first portion to the attach-
ment arrangement. Hereby, the conical outer contact surface
and the attachment arrangement can be fitted into a compact
receiving part for the vehicle structural member. Hereby sur-
rounding bumper parts are allowed to be constructed as defor-
mation zones.

According to a sixth aspect, the conical outer contact sur-
face extends peripherally from the first portion to a third
portion arranged between the conical outer contact surface
and the attachment arrangement. Hereby, the vehicle towing
device can be fitted into vehicle structural members of differ-
ent dimensions. The third part may also facilitate manufac-
turing of the vehicle towing device. A third portion can com-
prise e.g., a cylindrical part parallel to the elongated part, or a
kerf. A kerf can be advantageous since it provides the vehicle
towing device with an indication of fracture, such that frac-
ture during overload can be controlled.

According to a seventh aspect, a peripheral outer surface of
the attachment arrangement is threaded, such that it is attach-
able to a complementary threaded inner surface portion of an
abutment surface for the vehicle towing device in a vehicle
structural member. Hereby, the vehicle towing device can
easily be attached to the vehicle structural member. Threads
provide a cheap and reliable attachment between the vehicle
towing device and the vehicle structural member. The threads
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on the vehicle towing device can also distribute all longitu-
dinal forces that can be acting on the vehicle towing device to
the threads arranged on the abutment surface.

According to an eight aspect, the conical outer contact
surface is complementary conical to a tapered inner contact
surface portion of the abutment surface for the vehicle towing
device in the vehicle structural member, such that substan-
tially the entire conical outer contact surface is allowed to be
in contact with the complementary tapered inner contact sur-
face portion of the abutment surface for the vehicle towing
device in the vehicle structural member when the threaded
peripheral outer surface of the attachment arrangement is
attached to the complementary threaded inner surface portion
of the abutment surface for the vehicle towing device in the
vehicle structural member. Since the conical outer contact
surface is complementary conical to a tapered inner contact
surface portion such that substantially the entire conical outer
contact surface is allowed to be in contact with the comple-
mentary tapered inner contact surface, bending forces can be
distributed between the vehicle towing device and the vehicle
structural member.

The conical outer contact surface and the tapered inner
contact surface portion ofthe abutment surface for the vehicle
towing device in the vehicle structural member forms a taper
coupling when the threads of the vehicle towing device
engages the threads of the abutment surface. A taper coupling
can handle bending forces acting on the vehicle towing
device, for example during towing. The tapered inner contact
surface portion of the abutment surface will provide the coni-
cal outer contact surface with support over substantially its
entire surface, such that bending forces acting on the vehicle
towing device can be taken up. Hereby, an attachment
arrangement, for example threads or a bayonet coupling, only
needs to take up forces acting in the longitudinal direction of
the vehicle towing device.

According to a ninth aspect, the attachment arrangement
comprises a first bayonet member, such that the first bayonet
member is attachable to a complementary second bayonet
member arranged at the abutment surface for the vehicle
towing device in the vehicle structural member. Hereby a
strong and reliable coupling between the vehicle towing
device and the vehicle structural member is achieved.

According to a tenth aspect, the conical outer contact sur-
face is complementary conical to a tapered inner contact
surface portion of an abutment surface for the vehicle towing
device in the vehicle structural member, such that substan-
tially the entire conical outer contact surface is allowed to be
in contact with the complementary tapered inner contact sur-
face portion of the abutment surface for the vehicle towing
device in the vehicle structural member when the first bayonet
member is attached to the second bayonet member. Hereby,
substantially all bending forces that act on the vehicle towing
device during towing are taken up and/or distributed via the
conical contact surface.

The conical outer contact surface and the tapered inner
contact surface portion ofthe abutment surface for the vehicle
towing device in the vehicle structural member forms a taper
coupling when the first bayonet member is attached to the
second bayonet member. The taper coupling takes up bending
forces acting on the vehicle towing device, for example dur-
ing towing. The tapered inner contact surface portion of the
abutment surface provides the conical outer contact surface
with support over substantially its entire surface, such that
bending forces acting on the vehicle towing device is taken

up.
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Embodiments herein also aim to provide a vehicle struc-
tural member for receiving a vehicle towing device without
the problems or drawbacks described above.

According to an eleventh aspect, the object is achieved by
a vehicle structural member for receiving a vehicle towing
device, where the vehicle structural member comprises an
abutment surface for the vehicle towing device, and the abut-
ment surface comprises an attachment surface portion and an
inner contact surface portion which is complementary
tapered to the conical peripheral outer surface of the second
portion. Hereby, the vehicle towing device can be firmly
attached to the vehicle structural member. The attachment
surface portion can take up longitudinal forces and the inner
contact surface portion which is complementary tapered to
the conical peripheral outer surface of the second portion can
take up bending forces.

According to a twelfth aspect, the attachment surface por-
tion is arranged adjacent to the tapered inner contact surface
portion. Hereby, the attachment surface portion and the
tapered inner contact surface portion can be fitted into a
compact part or portion of the vehicle structural member. A
compact part or portion of the vehicle structural member
allows surrounding bumper parts to be deformable, which can
enhance safety for e.g., pedestrians. It can also be advanta-
geous to gather the attachment surface portion and the tapered
inner contact surface portion from a cost- and weight perspec-
tive, since they can be fitted into a small part or portion of the
vehicle structural member.

According to a thirteenth aspect, the attachment surface
portion is a complementary threaded inner surface portion
with respect to a peripheral outer threaded surface of the
attachment arrangement. Hereby, the vehicle towing device
and the vehicle structural member can be attached to each
other via the threads.

According to a fourteenth aspect, the attachment surface
portion comprises a second bayonet member such that the
second bayonet member is attachable to the first bayonet
member of the attachment arrangement. Hereby, a bayonet
coupling can be used for attaching the vehicle towing device
and the vehicle structural member.

Embodiments herein also aim to provide a vehicle arranged
to engage a vehicle towing device without the problems or
drawbacks described above.

According to a fifteenth aspect, a vehicle comprises a
vehicle structural member arranged to engage a vehicle tow-
ing device, the vehicle towing device comprising a second
portion with a conical outer contact surface having a first cone
radius larger than a second cone radius, and where a longitu-
dinal extension of the second portion exceeds the second cone
radius. Since the vehicle comprises a vehicle structural mem-
ber arranged to engage a vehicle towing device, the vehicle
and the vehicle structural member are arranged to be attached
with the vehicle towing device with a taper coupling. A taper
coupling provides a strong and reliable coupling between the
vehicle towing device and a vehicle, allowing bending forces
to be distributed between the vehicle towing device and the
vehicle structural member via the conical outer contact sur-
face.

Further features of, and advantages with, the embodiments
herein will become apparent when studying the appended
claims and the following detailed description. Those skilled
in the art will realize that different features of the embodi-
ments herein may be combined to create embodiments other
than those described in the following, without departing from
the scope of the appended claims.
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6
BRIEF DESCRIPTION OF THE DRAWINGS

The various aspects of embodiments herein, including its
particular features and advantages, will be readily understood
from the following detailed description and the accompany-
ing drawings, in which:

FIG. 1 illustrates a perspective view of a prior art vehicle
towing device;

FIG. 2 illustrates a vehicle towing device according to
some embodiments hereof;

FIG. 3 illustrates a vehicle towing device and a vehicle
structural member according to some embodiments hereof;,

FIG. 4 illustrates a vehicle towing device and a vehicle
structural member according to some embodiments hereof;,

FIG. 5 illustrates a perspective view of a vehicle towing
device and a vehicle structural member according to some
embodiments hereof; and

FIG. 6 illustrates a vehicle towing device mounted to a
vehicle.

DETAILED DESCRIPTION

Embodiments herein will now be described more fully with
reference to the accompanying drawings, in which example
embodiments are shown. However, this application should
not be construed as limited to the embodiments set forth
herein. Disclosed features of example embodiments may be
combined as readily understood by one of ordinary skill in the
art to which this application belongs. Like numbers refer to
like elements throughout.

Well-known functions or constructions will not necessarily
be described in detail for brevity and/or clarity.

FIG. 1 illustrates a prior art vehicle towing device 100. The
vehicle towing device 100 requires an inner attachment struc-
ture 101 on an inner structural part 102, and an outer support
structure 103, arranged on a firm outer structure 104. The
structural part 102 and the firm outer structure 104 are nor-
mally arranged under front and/or rear bumper skin structures
105 of a vehicle. The inner attachment structure 101 mainly
takes up forces acting along a longitudinal direction of the
vehicle towing device 100, while the outer support structure
103 is needed for supporting the vehicle towing device 100
when forces in other directions, such as transversal or semi-
transversal forces, act on the vehicle towing device 100. An
outer bumper skin structure 105 is illustrated between the firm
outer structure 104 and a towing member 106 of the vehicle
towing device 100. A recess 107 in the bumper skin structure
105 allows a user to fasten the vehicle towing device 100 to
the structures beneath the bumper skin structure 105. In FIG.
1, also a distance d between the bumper skin structure 105 and
the outer support structure 103 is illustrated. The distance d is
the distance where parts outside the outer support structure
103 may deform against the outer support structure 103 when
subjected to a force, e.g., during a collision with a pedestrian
or a vehicle. A larger distance d may increase a vehicle soft
deformation zone, whereby pedestrian collision performance
and low speed crash performance can be increased.

FIG. 2 illustrates a vehicle towing device 1 according to
some embodiments. The vehicle towing device 1 comprises a
first extremity 2 comprising a towing member 3, a second
extremity 4 comprising an attachment arrangement 5, and an
elongated part 6 extending there between. A center axis in the
longitudinal direction of the vehicle towing device 1 is illus-
trated with a dashed line in the figure. The elongated part 6
comprises a first portion 7 and a second portion 8. The first
portion 7 extends partially along the elongated part 6 from the
towing member 3 towards the second portion 8, and the
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second portion 8 extends partially along the elongated part 6
from the first portion 7 towards the attachment arrangement 5.
The second portion 8 has a conical outer contact surface 9
extending peripherally from the first portion 7 towards the
attachment arrangement 5. The conical contact surface 9 has
a first cone radius 10 at an end of the second portion 8 facing
the first portion 7 and a second cone radius 11 at an end of the
second portion 8 facing the attachment arrangement 5.

In the embodiment illustrated in FIG. 2, the towing mem-
ber 3 is arranged as a closed circle. A closed towing member
3 can be advantageous since it, compared to its weight, has a
very high structural strength. Therefore relatively small
dimensions can be used, which reduces the weight and size of
the towing member 3. In addition, a closed towing member 3
provides a simple and secure attachment member for towlines
and the like. Other shapes of the towing member 3 are pos-
sible, such as an oval or rectangular shape.

According to FIG. 2, the first portion 7 is generally cylin-
drical with one cylinder diameter towards the towing member
3 and another diameter towards the second portion 8. The
different cylinder diameters meet via a cone-shaped middle
portion. This shape is advantageous since a smaller diameter
of at least a part of the first portion towards the towing mem-
ber 3 reduces the weight, while the larger diameter allows a
first cone diameter 10 at the second portion 8 to be relatively
large. According to other embodiments, the first portion 7 is
substantially conical, or substantially cylindrical with the
same diameter throughout its entire length. Other cross-sec-
tions of the first portion 7 are also possible.

The conical contact surface 9 has a first cone radius 10 at an
end of the second portion 8 facing the first portion 7 and a
second cone radius 11 at an end of the second portion 8 facing
the attachment arrangement 5. As illustrated, the first cone
radius 10 is larger than the second cone radius 11. A longitu-
dinal extension ofthe second portion 8 exceeds alength of the
second cone radius 11.

According to the embodiment illustrated in FIG. 2, a third
portion 12 is arranged between the attachment arrangement 5
and the second portion 8. The third portion 12 can comprise
e.g., a kerf. It can be advantageous to provide the vehicle
towing device 1 with a kerf since it provides the vehicle
towing device 1 with an indication of fracture, such that a
potential fracture during overload can be controlled. A
peripheral outer surface 13 ofthe attachment arrangement 5 is
threaded, such that it is attachable to a complementary
threaded inner surface portion of an abutment surface for the
vehicle towing device 1 in a vehicle structural member.

FIG. 3 illustrates a vehicle towing device 1 according to
some embodiments. The vehicle towing device 1 comprises a
first extremity 2 comprising a towing member 3, a second
extremity 4 comprising an attachment arrangement 5, and an
elongated part 6 extending there between. According to this
illustrated embodiment, the towing member 3 is arranged as
an open towing hook.

A center axis of the vehicle towing device 1 is illustrated
with a dashed line in the figure. The elongated part 6 com-
prises a first portion 7 and a second portion 8. The second
portion 8 has a conical outer contact surface 9 extending
peripherally from the first portion 7 towards the attachment
arrangement 5. The conical contact surface 9 has a first cone
radius 10 at an end of the second portion 8 facing the first
portion 7 and a second cone radius 11 at an end of the second
portion 8 facing the attachment arrangement 5. The first cone
radius 10 is larger than the second cone radius 11 and a
longitudinal extension of the second portion 8 exceeds the

10

15

20

25

30

35

40

45

50

55

60

65

8

second cone radius 11. Between the second portion 8 and the
attachment arrangement 5 is arranged a substantially cylin-
drical third portion 12.

FIG. 3 also illustrates a vehicle structural member 18
according to some embodiments. The vehicle structural
member 18 comprises an abutment surface 17 for the vehicle
towing device 1. The abutment surface 17 comprises an
attachment surface portion 20 and an inner contact surface
portion 19, which is complementary tapered to the conical
peripheral outer surface 9 of the second portion 8. The vehicle
structural member 18 can be formed as a separate part, attach-
able to other vehicle structural members or structures, brack-
ets, beams, vehicle chassis, vehicle frames or the like. Alter-
natively the vehicle structural member 18 is formed as a part
of other vehicle structural members or structures, brackets,
beams, vehicle chassis, vehicle frames or the like.

The attachment arrangement 5 comprises a first bayonet
member 14 attachable to a complementary second bayonet
member 22 arranged on the abutment surface 17 for the
vehicle towing device 1 in the vehicle structural member 18.
According to the illustrated embodiment, substantially the
entire conical outer contact surface 9 is allowed to be in
contact with the complementary tapered inner contact surface
portion 19 of the abutment surface 17 for the vehicle towing
device 1 in the vehicle structural member 18 when the first
bayonet member 14 is attached to the second bayonet mem-
ber 22.

FIG. 4 illustrates a vehicle towing device 1 according to
some embodiments. The vehicle towing device 1 comprises a
first extremity 2 comprising a towing member 3, a second
extremity 4 comprising an attachment arrangement 5, and an
elongated part 6 extending there between. A center axis of the
vehicle towing device 1 is illustrated with a dashed line in the
figure. The elongated part 6 comprises a first portion 7 and a
second portion 8. The second portion 8 has a conical outer
contact surface 9 extending peripherally from the first portion
7 to the attachment arrangement 5. The conical contact sur-
face 9 has a first cone diameter 10 at an end of the second
portion 8 facing the first portion 7, and a second cone diameter
11 at an end of the second portion 8 facing the attachment
arrangement 5. The first cone diameter 10 is larger than the
second cone diameter 11.

The abutment surface 17 comprises an attachment surface
portion 20 and an inner contact surface portion 19 which is
complementary tapered to the conical peripheral outer sur-
face 9 of the second portion 8. Substantially the entire conical
outer contact surface 9 is in contact with the complementary
tapered inner contact surface portion 19 of the abutment
surface 17 when the threaded peripheral outer surface 13 is
attached to a complementary threaded inner surface portion
16.

In the embodiment illustrated in FIG. 4, a finishing end of
the second extremity 4 is chamfered such that insertion of the
second extremity 4 into the vehicle structural member 18 is
facilitated. When the threads of the attachment arrangement 5
are screwed into the threads of the vehicle structural member
18 such that the conical outer contact surface 9 is pressed
against the inner contact surface portion 19, both longitudinal
and non-longitudinal forces can be transferred between the
vehicle towing device 1 and the vehicle structural member 18.
Longitudinal forces are dragging and/or pushing forces, act-
ing substantially along the center axis of the vehicle towing
device 1, for example when a vehicle is towed straight for-
ward. These longitudinal forces are transferred between the
threaded portion 16 and the threaded outer surface 13. There-
fore, the threads only need to be dimensioned to transfer
longitudinal forces.
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Non-longitudinal forces can also be referred to as bending
forces. Bending forces are transferred between the vehicle
towing device 1 and the vehicle structural member 18 when a
towline is attached to the towing member 3 and pulled in a
direction other than straight forward in the longitudinal direc-
tion. Bending forces are transferred between the conical outer
contact surface 9 and the tapered inner contact surface portion
19.

FIG. 5 illustrates a vehicle towing device 1 with a towing
member 3 according to some embodiments. The vehicle tow-
ing device 1 is attached to a vehicle structural member 18. The
vehicle structural member 18 is a part of or is rigidly attached
to a bumper beam or the like. The vehicle structural member
18 and the bumper beam can be arranged in the front part or
a rear part of a vehicle, such that the vehicle towing device 1
can be used when towing a vehicle forward or backward. As
illustrated in FI1G. 5, the vehicle structural member 18 and the
bumper beam are arranged beneath a bumper skin structure
19. A recess 20 in the bumper skin structure 19 allows fasten-
ing of the vehicle towing device 1 to the vehicle structural
member 18 beneath the bumper skin structure 19. The recess
20 can be covered with a lid or cover when not used.

When a person desires to attach the vehicle towing device
1 to a vehicle via the vehicle structural member 18, he/she
removes the lid or cover such that the recess 20 is accessible.
Then he/she inserts the vehicle towing device 1 through the
recess 20 until the second extremity 4 is in contact with the
vehicle structural member 18. He/she rotates the vehicle tow-
ing device 1 around its center axis such that the attachment
arrangement 5 engages the attachment surface portion 20
until the conical contact surface 9 is pressed against the
complementary tapered inner surface 19 until no further rota-
tion is possible.

InFIG. 5, both the attachment arrangement and the conical
contact surface are covered by the vehicle structural member
18. Threads or a bayonet member of the vehicle towing device
1 can take up longitudinal loads from threads or a bayonet
member of the vehicle structural member 18. Bending forces
are transferred between the conical contact surface of the
vehicle towing device 1 and the complementary tapered inner
surface of the abutment surface of the vehicle structural mem-
ber 18.

In FIG. 5, also a distance D between the bumper skin
structure 19 and the vehicle structural member 18 is illus-
trated. As seen when comparing the distance d between the
bumper skin structure 105 and the outer support structure 103
according to the prior art towing arrangement illustrated in
FIG. 1, with the distance D between the bumper skin structure
19 and the vehicle structural member 18 according to the
embodiment described in FIG. 5, distance D is considerably
larger than distance d.

Since the vehicle towing device 1 comprises a conical
contact surface, capable of taking up forces in non-longitu-
dinal directions, no outer support structure is needed for
supporting the vehicle towing device 1 in non-longitudinal
directions. Thanks to this, the distance D between the bumper
skin structure 19 and the vehicle structural member 18 is
relatively large. Hereby soft vehicle deformation zones
between a bumper skin structure and rigid parts beneath the
bumper skin structure can be increased without increasing a
longitudinal length of the vehicle. Vehicle deformation zones
are arranged to deform such that forces between colliding
objects may be reduced. When collision forces between e.g.,
a vehicle and a pedestrian are reduced, safety can be
enhanced.

FIG. 6 illustrates a vehicle 21 comprising a vehicle struc-
tural member and a vehicle towing device 1. The vehicle
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towing device is attached to the vehicle structural member via
the recess 20 in the bumper skin structure 19. In FIG. 6, the
vehicle towing device 1 is attached in a vehicle structural
member in the front of a vehicle 21.

Although the aspects have been described with reference to
example embodiments, many different alterations, modifica-
tions and the like will become apparent for those skilled in the
art. For example, a vehicle structural member can be provided
with more than one opening for attachment of a vehicle tow-
ing device. A vehicle can comprise several different vehicle
structural members for attachment of a vehicle towing device,
such that a person can choose where to attach the vehicle
towing device. For example, a vehicle can be provided with
openings for attachment of a vehicle towing device on a left,
middle and right front part, and on a left, middle and right rear
part. Other attachment arrangements than threads or bayonet
couplings can be used.

Thetype of vehicle towing device described above is some-
times referred to as a vehicle emergency towing device, to
distinguish it from other vehicle towing devices used for other
towing purposes, such as for towing of trailers, caravans and
similar.

Therefore, it is to be understood that the foregoing is illus-
trative of various example embodiments and the scope of the
appended claims is not to be limited to the specific embodi-
ments disclosed and that modifications to the disclosed
embodiments, combinations of features of disclosed embodi-
ments as well as other embodiments are intended to be
included within the scope of the appended claims.

As used herein, the term “comprising” or “comprises” is
open-ended, and includes one or more stated features, ele-
ments, steps, components or functions but does not preclude
the presence or addition of one or more other features, ele-
ments, steps, components, functions or groups thereof.

While exemplary embodiments are described above, it is
not intended that these embodiments describe all possible
forms of the invention. Rather, the words used in the specifi-
cation are words of description rather than limitation, and it is
understood that various changes may be made without depart-
ing from the spirit and scope of the invention. Additionally,
the features of various implementing embodiments may be
combined to form further embodiments of the invention.

What is claimed is:

1. A vehicle towing device comprising:

a first extremity comprising a towing member;

a second extremity comprising an attachment arrange-

ment; and

an elongated part extending between the towing member

and the attachment arrangement, the elongated part
comprising a first portion and a second portion, the first
portion extending partially along the elongated part
from the towing member toward the second portion, and
the second portion extending partially along the elon-
gated part from the first portion toward the attachment
arrangement, wherein the second portion has a conical
outer contact surface extending peripherally from the
first portion to a location proximate the attachment
arrangement, the conical contact surface having a first
cone radius at an end of the second portion facing the
first portion, and a second cone radius at an end of the
second portion facing the attachment arrangement,
wherein the first cone radius is larger than the second
cone radius, and a longitudinal extension of the second
portion exceeds the second cone radius, and wherein the
conical contact surface is configured to contact a tapered
inner contact surface portion of a vehicle structural
member such that bending forces are transferable
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between the conical contact surface and the tapered
inner contact surface portion without further contact
between further support structure and the towing device
outside the conical contact surface.

2. The vehicle towing device according to claim 1 wherein
the longitudinal extension of the second portion exceeds the
first cone radius.

3. The vehicle towing device according to claim 1 wherein
the longitudinal extension of the second portion is greater
than twice the second cone radius.

4. The vehicle towing device according to claim 1 wherein
an angle between a center axis in the longitudinal direction of
the vehicle towing device and the conical contact surface is
between 0.5 and 45 degrees.

5. The vehicle towing device according to claim 1 wherein
an angle between a center axis in the longitudinal direction of
the vehicle towing device and the conical contact surface is
between 0.5 and 30 degrees.

6. The vehicle towing device according to claim 1 wherein
an angle between a center axis in the longitudinal direction of
the vehicle towing device and the conical contact surface is
between 1 and 20 degrees.

7. The vehicle towing device according to claim 1 wherein
an angle between a center axis in the longitudinal direction of
the vehicle towing device and the conical contact surface is
between 1.5 and 15 degrees.

8. The vehicle towing device according to claim 1 wherein
the conical outer contact surface extends peripherally from
the first portion to the attachment arrangement.

9. The vehicle towing device according to claim 1 wherein
the conical outer contact surface extends peripherally from
the first portion to a third portion arranged between the coni-
cal outer contact surface and the attachment arrangement.

10. The vehicle towing device according to claim 1
wherein the attachment arrangement comprises a threaded,
peripheral outer surface, such that the attachment arrange-
ment is attachable to a complementary threaded inner surface
portion of an abutment surface for the vehicle towing device
in a vehicle structural member.

11. The vehicle towing device according to claim 10
wherein the conical outer contact surface is complementary
to a tapered inner contact surface portion of the abutment
surface in the vehicle structural member, such that substan-
tially the entire conical outer contact surface is allowed to be
in contact with the complementary tapered inner contact sur-
face portion of the abutment surface in the vehicle structural
member when the threaded peripheral outer surface of the
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attachment arrangement is attached to the complementary
threaded inner surface portion of the abutment surface in the
vehicle structural member.

12. The vehicle towing device according to claim 1
wherein the attachment arrangement comprises a first bayo-
net member that is attachable to a complementary second
bayonet member arranged at an abutment surface for the
vehicle towing device in a vehicle structural member.

13. The vehicle towing device according to claim 12
wherein the conical outer contact surface is complementary
to a tapered inner contact surface portion of the abutment
surface in the vehicle structural member, such that substan-
tially the entire conical outer contact surface is allowed to be
in contact with the complementary tapered inner contact sur-
face portion of the abutment surface in the vehicle structural
member when the first bayonet member is attached to the
second bayonet member.

14. A vehicle structural member for receiving the vehicle
towing device according to claim 1, wherein the vehicle struc-
tural member comprises an abutment surface for the vehicle
towing device, and the abutment surface comprises an attach-
ment surface portion and an inner contact surface portion
which is complementarily tapered to the peripheral conical
outer contact surface of the second portion of the vehicle
towing device.

15. The vehicle structural member according to claim 14
wherein the attachment surface portion is arranged adjacent
to the tapered inner contact surface portion.

16. The vehicle structural member according to claim 15
wherein the attachment surface portion is a threaded inner
surface portion that is complementary with respect to a
peripheral outer threaded surface of the attachment arrange-
ment of the vehicle towing device.

17. The vehicle structural member according to claim 15
wherein the attachment surface portion comprises a second
bayonet member that is attachable to a first bayonet member
of the attachment arrangement of the vehicle towing device.

18. A vehicle comprising a vehicle structural member
arranged to engage the vehicle towing device according to
claim 1.

19. The vehicle towing device of claim 1 wherein the
conical contact surface is the only conical contact surface of
the towing device for transferring bending forces from the
towing device.

20. The vehicle towing device of claim 1 wherein the
conical contact surface is the only conical contact surface of
the towing device configured to contact a vehicle structural
member when the towing device is mounted on a vehicle.
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